SAMPLE SCHEMATIC : DRAWING REFERENCE : pa- ip system 2

SAMPLE APPLICATION FOR CENTRALISED SYSTEM ie SCHOOLS, PUBCLIC PARKS WITH OUTDOOR SPEAKERS AND WIRELESS CONNECTIVITY

MAIN CONTROL ROOM M SUB SYSTEM : BOUTIQUE HOTEL

Network Switch/
Fiber Converter

Paging / BGM Client
Amperes iPX5155 audio + data

- audio

Desktop Paging Mic
Amperes iPD1280

Local Emergency Mic
Amperes EP1200

Control Room
Monitor speaker
Network Emergency Mic iF$4020

Amperes iEP1200

EVAC Message Player
Amperes MR1301 MK Il

Desktop Paging Mic
Amperes PD / PM Series

Amplifier Monitor Panel

Amperes AM4120
Duty Power Amplifier
(PA/QP / DP Series )

Fire Alarm Interface
Amperes FIE000

Network Switch
Dry Contact Links From, Fiber Converter
Fire Alarm System

TO ZONE SPEAKER
| | oistriBUTIONS

Integrated CD/Tuner/MP3 player

Amperes CD1002
|

Otner Audo | Foaropromns
Sourcss S

Network BGM Server
Amperes iPX5200 MK Il

Standby Power Ampifier
(PA/QP / DP Series )

Integrated CD/Tuner/MP3 player

Amperes CD1002 (Rale T Bl @ BXF

Pro-Ampfioricr %
Network Contrller - f¢ 5 TO OTHER SUB SYSTEM Amperes MX2222 Standby Amplfier Changeover
Apares X101 MK or

Amperes AC3801
LINK BACK VIA RING TOPOLOGY Amperes AX3800

& &

Paging Mic Zone Decoder
Network Switch To Equipment Powered by 241 DC Amperes TD400

5 10BaseT ( Unmanged ) (indicatedas Q) e

- Multiply TDB400 if required
PC with Pre-Loaded s] \7 \7 \7 \7

Amperes PMX Software

DC Back Up
for Power Amplfiers

24V DC Power Supply
Amperes PS9400

To Equipment Powered by 24V DC
(indicated as @) )

T

24V DC Batery Chargr o005
-5l I N - - [t onperes 5G40

Battery Bank

DC Back Up Supply.

DC Contactor
Fiber Optic Cable ( SM /MM )2 Core

Note
We recommend using Contactor
for DC Back Up to Power Amplifiers

—

Zone : Guard House
External Hom IP
Amperes iHS8020

Guard Emergency Paging Mic
Amperes IEP1202

ith preloaded Amperes PMX Software is optional, PC not required during operation
2. Switch can be managed / unmanaged, fiber uplink may be required to link to satelite racks 8 Port Network Switch
ks may be Single or Multimode. We may recommend redundancy loop back using Ring topology to ensure with Fiber Link
ity in case of disconnected / damaged cable.

of Amperes iPX5155 ( BGM/Paging Clients ) may be used a single o multple, subjected to requirement
Connections for Amplifier Changeover is please refer to UPS for back up may be required
Localised system / rack shall function independently from other systems and shall notinerrupt each other.

Break of connection from Main Controls shall not affect localised operations.
Main Controls shall have highest priority over sub racks.

®

GUARD HOUSE WITH REMOTE EMERGENCY PAGING MIC

Disclaimer

The above s an illustration of possible configuration for this category. Amperes is notiable for
any claim or whatsoever for errors in instalation.

For specific applications, please contact our technical team for further advice.

CAR PARK MANAGEMENT OFFICE

Zone : Entrance
— e Celling / Wall Speakers
_l_ N

Network Amplifier Terminal
Amperes iPA50G0

Network Switch

Local Counter Paging Mic

UPS for back up may be required

Network Switch/
Fiber Converter

Paging / BGM Client
Amperes iPX5155 audio s data

SUB SYSTEM : RESIDENCE

audio

Local Emergency Mic
Amperes EP1200

Deskiop Paging Mic
Amperes PD / PM Series Amplifier Monitor Panel

Amperes AM4120

Duty Power Amplifier
(PA/QP/DP Series)

e oy ——>|

Integrated CD/Tuner/MP3 player
Amperes CD1002

TO ZONE SPEAKER
| | oistriBUTIONS

Standby Power Ampiffer
(PA/QP / DP Series )

12

Pre-Amplifier Mixer
Amperes MX2222

‘Standby Amplfier Changeover
Amperes AC3801 /

Amperes AX3800
To Equipment Powered by 24V DC
(indicated as @ )
% % % 9 DC Back Up

24V DC Power Supply

for Power Ampiffers.
Amperes PS9400

DC Back Up Supply

DC Contactor

== L T“\N\\ e eeenmepd ey Sotrr_

24V DC Battery Charger - 212V DCSLA
Amperes BCO740 Battery Bank

& &

Paging Mic Zone Decoder
Amperes TD400

Note
Multiply TDB400 if required

TO OTHER SUB SYSTEMS WITHIN THE COMPLEX
SUCH AS SHOPPING SECTION, MEDICAL CENTER ETC



