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PT1801 MK II
Weekly Programmable Timer with LAN
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INPUTS & CONTROLS |

Packing Information

Gross weight 2.60 kg
Carton size 555 (L) x 295 (W) x 95 (H) mm

Qty/carton 1 unit per carton

Line out, +4 dBu balancedOutput audio

Output channels 8 dry contacts

Output triggering modes ON, OFF, Pulse (3 seconds)

Dimensions (W x H x D) 482 x 44 x 180 mm

Technical Specifications

Operating voltage 24V DC (0.5A)

Power consumption Max: 4.5W (190mA)
Standby: 1.2W (50mA)

Net weight 2.0 kg

Output contact rating 3A

Contact connectors Phoenix

Mini Phoenix connectorsAudio connectors
1k OhmOutput impedance
1000 presetsPreset capacity

Data connections RS485: 19.2 kbps
LAN: Ethernet 10/100 Base-T

Application Schematic for PT1801 MK II
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PT1801 MK II offers advanced weekly scheduling for 
both  Amperes iPX IP Paging  and conventional PA systems. It 
is ideal for schools, factories, offices, etc.

Its web-based LAN interface allows for effortless remote 
management in which scheduling of various formats can be 
set from any PC.

In conventional system, dry contacts are available for general 
purpose triggering with balanced line audio output.

You can stream the scheduled time or messages directly to 
iPX5155/5455 clients, IP speakers or amplifiers when used in 
Amperes iPX system.

• LAN-ready weekly timer with user-friendly web interface
• Supports up to 1,000 programmable presets with flexible scheduling
• 32GB internal storage for thousands of audio files
• 8 dry contact outputs for scheduled activations
• 1 balanced audio output
• World clock synchronization for accurate timekeeping
• RS485 port for system integration
• Compatible with conventional and Amperes iPX Ethernet PA systems

Key Features

www.ampereselectronics.com

Software interface Web browser (Google Chrome & MS Edge) 

Clock backup CR1220 button battery

Internal memory bank 32GB

Indicators LCD

Media files MP3, WAV

Clock synchronization World clock sync via PC

RTC accuracy ± 2 ppm

https://www.ampereselectronics.com/inputs/pt1801mk2
https://www.ampereselectronics.com/

