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The PA320 is a high-performance 20W mini amplifier designed for localized, small-scale audio installations. It 
is the ideal solution for boosting audio from unbalanced sources, such as TVs or media players, to one or two 4 
Ohm or 8 Ohm speakers.
It is compatible with Ampere VC7810 volume controller and VP7810 speaker patch unit for central PA emergency 
override, ideal for applications in hotel bathrooms, counters or small commercial space.

20W 4 Ohm Mini Amplifier
PA320

The PA322 is a high-efficiency 20W Class D amplifier designed for localized audio in 
small-scale applications. It delivers reliable power to one or two 4Ω or 8Ω speakers, making 
it an ideal choice for amplifying unbalanced signals from TVs or music players.
It features dual input channels with remote source selection and volume controls from 
VC7001 controller.  
It has built-in 100V line override for priority emergency paging, thus making central paging 
overriding simpler without having to use VP7810.

20W 4 Ohm Mini Amplifier with Dual Inputs (Class D)
PA322

Volume Controller for PA322
VC7001

220 - 240V AC, 50/60 Hz

1  input

PA320 PA322 PA330

Technical Specifications

20W 4 Ohm

Operating voltage

No. of inputs

Power rating

Current consumption (240V AC)

1V rms

Mono, unbalanced line

Max input

Input signal

Input sensitivity

10k Ohm

100 - 18 kHz

Input  impedance

Frequency response

Output impedance 4 Ohm

Ext. volume & source selectionControls

External link (optional)

Dimensions (W x H x D)

Input volume preset

VC7810, VP7810

Input volume preset

VC7001

130 x 55 x 95 mm 150 x 71 x 155 mm

VC7030

20 - 20 kHz

30W 100V

1.2V rms

2 inputs 1 input

0.14A 0.20A 0.24A

330 Ohm

Net weight 0.85 kg

150 x 55 x 95 mm

0.79 kg

The PA330 is a robust 30W amplifier specifically engineered for decentralized PA systems. It provides a 
dedicated solution for driving high-impedance 100V line speakers in remote or localized zones, functioning as a 
remote relay amplifier. 
It is compatible with the VC7030 controller for  local volume adjustment. 
Among applications used are CCTV poles for siren or announcement, remote building speakers ( using Amperes 
PR7400 as audio relay ), etc.

30W 100V Mini Amplifier (Class D)
PA330

110 - 240V AC, 50/60 Hz

800 mV

1.2V rms

100 - 20 kHz

1.10 kg

Kindly refer to website for full tech specs (PA322 and PA330).

Mono, unbalanced line, 100V 
line audio 24V DC overriding

Gross weight 16.2 kg

Packing Information

Carton size 555(L) x 295(W) x 165(H) mm

Qty/carton 20 unitS per carton

PA320 / PA322

Gross weight 16.55 kg

Carton size 550(L) x 465(W) x 180(H) mm

Qty/carton 12 units per carton

PA330

Mono, unbalanced line
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